
LUMINA 20 & 20TD | BATTERY BURNISHERS

PAMS ® DUST CONTROL SYSTEM

MULTI-FLEX ® PAD DRIVER

BURNISHING DECK RAISES FOR SIMPLE OPERATOR
FRIENDLY PAD REPLACEMENT.



LUMINA 20 & 20TD | PRODUCT FEATURES

Engineered for exceptional performance, Minuteman's Lumina™20 and Lumina 
20TD Battery Burnishers utilize a 2.5 hp pad drive motor and Minuteman's exclusive 
patented PAMS® (Passive Air Management System) Dust Control System. PAMS helps 
to reduce the need for dust mopping after burnishing by capturing finish compound 
and dust particles. The result —innovative battery burnishers that provide high 
productivity, solid performance and increased labor savings benefits.

The Lumina 20 and Lumina 20TD feature a 20" burnishing pad with pad driver 
speeds up to 2000 rpms to give a wet-look shine to floors. These low-profile, 
ergonomically designed machines feature Minuteman's Multi-Flex® pad driver 
which adjusts to the highs and lows of the floor while retarding pad growth. 

The Lumina 20 and Lumina 20TD battery burnishers are ideal for environments 
that require a high productivity burnisher such as hospitals, hotels, schools, 
office buildings and retail stores.

ABOUT US
The Minuteman International group of companies is a desired Brand of commercial, industrial, and chemical cleaning products.
Our product offering provides the most up to date and innovative technology to suit your cleaning needs. Minuteman International 
produces a vast product line ranging from carpet extractors, warehouse sweepers, to graffiti remover. Contact us today and speak
with an experienced Minuteman representative about surveying your facility for a free product demonstration. 

Minuteman is a division of three companies manufacturing a full line of maintenance products, including Powerboss industrial and 
commercial sweepers and scrubbers and Multi‐Clean Chemicals for industrial, commercial and institutional facilities.

1.800.323.9420
minutemanintl.com

The simplified control panel allows the operator
to  control pad pressure by using one knob.

Raising and lowering the pad driver is made 
easy with a convenient foot pedal.

LUMINA 20 & 20TD TECHNICAL DATA

35.4”

70 amp & 50 amp

20”

2.5 hp

Adjustable

Circuit Breakers

Charger

Power Supply

Pad Size

Pad Motor Power

Pad Pressure

Pad RPM

Weight with Batteries

Wheel Diameter (Front)

Wheel Diameter (Back)

Dimensions (LxWxH)

36 volts

2000 RPM

445 lbs

(2) 8”

(2) 3”

35” x 18” x 35.5”
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